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DC22~26V 1.2Watt      144Lm
PWM/DALI
/CASAMBI 160°

View Angle

  5.3m
Max Run Length 

      2700K～6500K

Tunable White

  CE/RoHS

Density

30pcs/㎡
  
Accessory  

    Connector 

7year -40—85℃
  Operation 
Temperature

94V-2
   Flame 
Resistance

(L)118*(W)18*(H)10.1mm

Size

≤5%
   Lumen Difference
Between First and Last

Voltage Range Power Dimmable

 66
IP Warranty

     93
Ra

       79
R9

     89
Rf

     98
Rg

Luminous Flux 

TTPL4 

Meseum Stretch Ceiling Back Lighting

3000K 4000K 6500K

Mounting

 Mounting Profile  

3M VHB 5611 Tape 

M3 Screw

       Certificate 

Tunable White
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12~25cm Depth Back Lighting

Performance Series
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DC22~26V 2.4 Watt      288Lm PWM/DALI 160°
View Angle

    5.3m
Max Run Length 

Light Color

  CE/RoHS

Density

15pcs/㎡
  
Accessory  

    Connector 

5year -40—85℃
  Operation 
Temperature

94V-2

   Flame 
Resistance

(L)118*(W)18*(H)10.1mm

Size

≤5%
   Lumen Difference
Between First and Last

Voltage Range Power Dimmable

 66
IP Warranty

     93
Ra

       79
R9

     89
Rf

     98
Rg

Luminous Flux 

Mounting

 Mounting Profile  

3M VHB 5611 Tape 

M3 Screw

       Certificate 

4000K 5000K 6500K
2700K 3000K 3500K           3

Macadam
  ellipse

Frosted Glass Back Lighting

TPL4   18~25cm Depth Back Lighting

Performance Series



TPL2   

DC22~26V 1.2 Watt      144Lm PWM/DALI 160°
View Angle

  8.7m
Max Run Length 

Light Color

  CE/RoHS

Density

30pcs/㎡
  
Accessory  

    Connector 

7year -40—85℃
  Operation 
Temperature

94V-2

   Flame 
Resistance

(L)79*(W)18*(H)10.1mm

Size

≤5%
   Lumen Difference
Between First and Last

Voltage Range Power Dimmable

 66
IP Warranty

     93
Ra

       79
R9

     89
Rf

     98
Rg

Luminous Flux 

Mounting

 Mounting Profile  

3M VHB 4950 Tape 

M3 Screw

       Certificate 

4000K 5000K 6500K
2700K 3000K 3500K           3

Macadam
  ellipse

Museum Acrylic Panel Back Lighting
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12~18cm Depth Back Lighting

Performance Series



T2   

DC22~26V 2 Watt      156Lm PWM/DALI 160°
View Angle

  8.7m
Max Run Length 

Light Color

  CE/RoHS

Density

37pcs/㎡
  
Accessory  

    Connector 

7year -40—85℃
  Operation 
Temperature

94V-2

   Flame 
Resistance

(L)72.5*(W)16*(H)9.5mm

Size

≤5%
   Lumen Difference
Between First and Last

Voltage Range Power Dimmable

 66
IP Warranty

     93
Ra

       79
R9

     89
Rf

     98
Rg

Luminous Flux 

Mounting

 Mounting Profile  

3M VHB 4950 Tape 

M3 Screw

       Certificate 

4000K 5000K 6500K
2700K 3000K 3500K           3

Macadam
  ellipse

Electronic Store Stretch Ceiling Back Lighting
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12~18cm Depth Back Lighting

Professional Sereis
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DC22~26V 0.72Watt      58Lm PWM/DALI 160°
View Angle

    7.8m
Max Run Length 

Light Color

  CE/RoHS

Density

100pcs/㎡
  
Accessory  

    Connector 

7year -40—85℃
  Operation 
Temperature

94V-2

   Flame 
Resistance

(L)57.5*(W)14*(H)9.5mm

Size

≤5%
   Lumen Difference
Between First and Last

Voltage Range Power Dimmable

 66
IP Warranty

     93
Ra

       79
R9

     89
Rf

     98
Rg

Luminous Flux 

Mounting

 Mounting Profile  

3M VHB 4950 Tape 

M3 Screw

       Certificate 

4000K 5000K 6500K
2700K 3000K 3500K           3

Macadam
  ellipse

19

TS   6~12cm Depth Back Lighting

Beauty Shop Stretch Ceiling Back Lighting

Professional Series



Mounting Profile 

T4  TT4 Profile. Size: 2000mm*36.5mm* 12mm. Cuttable PVC Profile. Click&Play. M3 Screw   

T6 Profile. Size: 2000mm*24.5mm* 12mm. Cuttable PVC Profile. Click&Play. M3 Screw   

TTPL4 TPL4  TPL2 Profile. Size: 2000mm*24.5mm* 12mm. Cuttable PVC Profile. Click&Play. M3 Screw   

TPM2  T2 Profile. Size: 2000mm*22.5mm* 12mm. Cuttable PVC Profile. Click&Play. M3 Screw   

TS Profile. Size: 2000mm*20.5mm* 12mm. Cuttable PVC Profile. Click&Play. M3 Screw   
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